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PRODUCT DATA SHEET

Spinor A20
Microcement based on ultrafine slag

PRODUCT DESCRIPTION
Spinor® A20 is a microcement based on ultra-fine blast 
furnace slag with maximum size of 20 μm, and con-
trolled particle size distribution.

USES
Spinor® A20 is designed for various injection fields 
such as consolidation and sealing, regeneration, wa-
terproofing and rehabilitation, where it can be applied 
to underground works including tunnels and trenches 
among others, as well as foundations and cut-off 
walls. As far as rehabilitation is concerned, Spinor® 
A20 can be used in: historical monuments, viaducts, 
aqueducts, bridges, dams, dams, energy plates includ-
ing nuclear reactors. In consolidation, regeneration 
and sealing, Spinor® A20 can be used in mines, oil 
wells, water wells and gas wells, to name but a few of 
its various fields of application.

CHARACTERISTICS / ADVANTAGES
Allows you to achieve optimum and consistent qual-
ity.

▪

Consistency and reliability.▪
Binder based on slag.▪
High level of precision in controlling grain size distri-
bution.

▪

It can be used as an additive for the design of com-
plex mixtures.

▪

Excellent durability (of grouts and structures).▪
Excellent injectability (penetration ability).▪
High resistance to aggressive media.▪
Eco friendly (not contaminating the environment, al-
lowing the durability of the hardened grout, etc. ).

▪

Cost-efficient.▪
Rheological performance (very low viscosity and 
yield value).

▪

Flexibility of use.▪
Excellent protection of steel bars in concrete.▪
Absence of long-term segregation.▪
Convenient alternative for the treatment of cracked 
rocks.

▪

PRODUCT INFORMATION

Chemical Base Microcement based on ultrafine slag

Packaging Bag of 25 kg

Shelf Life Twelve (12) months from date of production.

Storage Conditions In a cool and dry place, under a roof in its original sealed packaging.

Density Bulk: 0.80 g/cm3 

EQUIPMENT

Spinor® grout requires the same on-site equipment as 
conventional cement grouts:

1 high energy mixer (1300 to 20000 RPM), turbo mix-
er or high speed colloidal mixer.

1. 

1 low agitated tank (approximately 60 rpm) to keep 
slurry at low viscosity and prevent sedimentation.

2. 

1 pump or grout press.3. 

MIXING

Mixing Time ≥5 minutes
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Maximum Lot Size = 80% of container volume
Note:

Mixing results from paddle mixers are not recom-
mended for high quality slurries.

▪

A turbo mixer is more appropriate: a centrifugal 
pump circulates the slurry at high speed in the con-
tainer of the turbo mixer and creates a displacement 
action between the fractions. The best result is ob-
tained using a mixer type

▪

In a colloidal mixer, the temperature can rise several 
degrees due to the release of energy from the dis-
placement breaking force. This can cause early 
hardening of the slurry and should be controlled by 
the agitator.

▪

LIMITATIONS
Spinor®, as a cementitious agent, is an irritating 
product for the eyes, respiratory tract, mucous mem-
branes and skin, due to partial hydration and the res-
ulting high pH.

▪

Avoid contact with eyes and skin. Avoid breathing 
dust.

▪

You should wear appropriate clothing for handling 
this product, such as gloves, overalls, boots, goggles, 
etc.

▪

If slurry is sprayed into eyes or skin, flush with plenty 
of drinking water.

▪

VALUE BASE
All technical data stated in this Product Data Sheet are 
based on laboratory tests. Actual measured data may 
vary due to circumstances beyond our control.

LOCAL RESTRICTIONS
Please note that as a result of specific local regulations 
the performance of this product may vary from coun-
try to country. Please consult the local Product Data 
Sheet for the exact description of the application 
fields.

ECOLOGY, HEALTH AND SAFETY
For any information regarding safety issues in the use, 
handling, storage of this product and disposal of 
waste, users should consult the most current version 
of the product Safety Data Sheet, which contains phys-
ical, ecological, toxicological and other safety-related 
data, copies of which will be sent to anyone who re-
quests them, or through the page "www. sika. com. 
mx".

LEGAL NOTES

The information, and, in particular, the recommenda-
tions relating to the application and end-use of Sika 
products, are given in good faith based on Sika’s cur-
rent knowledge and experience of the products when 
properly stored, handled and applied under normal 
conditions in accordance with Sika’s recommenda-
tions. In practice, the differences in materials, sub-
strates and actual site conditions are such that no war-
ranty in respect of merchantability or of fitness for a 
particular purpose, nor any liability arising out of any 
legal relationship whatsoever, can be inferred either 
from this information, or from any written recom-
mendations, or from any other advice offered. The 
user of the product must test the product’s suitability 
for the intended application and purpose. Sika re-
serves the right to change the properties of its 
products. The proprietary rights of third parties must 
be observed. All orders are accepted subject to our 
current terms of sale and delivery. Users must always 
refer to the most recent issue of the local Product 
Data Sheet for the product concerned, copies of which 
will be supplied on request.

SIKA LIMITED
Watchmead
Welwyn Garden City
Hertfordshire, AL7 1BQ
Tel: 01707 394444
Web: www.sika.co.uk
Twitter: @SikaLimited
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